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PERFORMANCE SUMMARY

Watt / ft Lumen / ft Lumen / Watt

11.3 1250 111

LS9086 C

Model Customized Finish

30: 3000K

35: 3500K

40: 4000K

Size CCT Installation

Tested using 4000K light.

SS: Suspension

RE: Recessed

SF: Surface Mounted

1.  Aluminum 6063-T5, good heat radiation with long lifespan;
2.  Support 0-10V, PWM and resistor dimming solution;
3.  High lighting efficiency, save energy;
4.  Long life, more than 50,000 hours;
5.  Lighting source adopts LM-80 certified LED;
6.  Adopt UL class P certified power supply.

Features

CRI
IP Grade
Energy Efficiency
Operating Temperature
Storage Temperature
Warranty

85 / 90
IP 33
A+
-20°C ~ +45°C
-40°C ~ +60°C
5 years

General Parameters

Working Voltage [V]
Bean Angle [°]
Dimming Range
PF
Max Length Input Current

AC100-277V / AC / 50~60Hz
98
1~100%
>0.9
6A

Photoelectric Parameters
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m
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32

Lx: Linear xft

Sx*: Shaped Style

* Please contact customer 
service with diagram of 
your design.

WH: White 

BK: Black 

SV: Silver

SP: Special

85

90

CRI
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Size CCT Input Power [W] Lumen [lm]

4: 4ft

3000K 45 4710

3500K 45 4855

4000K 45 5000

8: 8ft

3000K 90 9425

3500K 90 9712

4000K 90 10000

PHOTOMETRIC DATA

Test Data

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

AVERAGE BEAM ANGLE (50%): 97.6 DEG
Height

Remark:

Eavg, Emax

•	 Output data is from test result of 4ft linear light fixture

•	 Tolerance ± 10%

Angle: 93.65 deg Diameter

UNIT: cd
C0/180, 93.7
C90/270, 101.5

Flux out: 1815 lm

39in [1m]
814.6, 1984 lx 84in [213.17 cm]

79in [2m]
203.7, 496.0 lx 168in [426.35 cm]

118in [3m]
90.51, 220.4 lx 251in [639.52 cm]

157in [4m]
50.91, 124.0 lx 336in [852.70 cm]

197in [5m]
32.59, 79.36 lx 420in [1065.87 cm]
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EX-CC-01PC-02-180

Extension connector to 
connect profiles.

180° Connection

90° Connection

120° Connection

ACCESSORIES

ACCESSORIES

ACCESSORIES

EX-CC-01

EX-CC-01

PC-02-90

PC-02-120

90° extension connector to 
connect profiles.

120° extension connector 
to connect profiles.

Extension connector to 
connect cables.

Extension connector to 
connect cables.

Extension connector to 
connect cables.

EXTENSION
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Y-Shape Connection

ACCESSORIES

EX-CC-02PC-02-Y

Cross-Shape Connection

MAXIMUM EXTENSION LENGTH USING ONE CORD

ACCESSORIES

EX-CC-01PC-02-X

X-shape extension connec-
tor to connect profiles.

Y-shape extension connec-
tor to connect profiles.

Extension connector to 
connect cables.

Extension connector to 
connect cables.

56 ft
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SUSPENSION SYSTEM

8 inch
[200mm]

Max: 70 inch 
[1800mm] 8 inch

[200mm]

[86mm]

[90mm]

4ft: 4'

3

3

8ft: 8'

'' [1230mm]

'' 

'' 

'' [2449mm]

7

3

17

13

16

8

32

32

SUSPENSION ACCESSORIES

PW-NC-01

Pendant wire, 
Non-power side

with clips, 
70 inches

PW-PC-01

Pendant wire, 
Power side

with clips, canopy 
70 inches

Front View

Top View

Side View
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RECESSED SYSTEM

RECESSED ACCESSORIES

[24 mm]
max.

[31 mm]
min.

[11 mm]
min.

[46 mm]
max.

''

''

''

''

15

7
1 1
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16

32

16

16

NT6002

Recessed Accessories

Front View

Front View

Top View

Top View

Side View

Use this dimension to determine the 
thickness of the dry wall or wood panel.

Use this dimension for drilling holes to 
install brackets and screws.

4ft: 4'

8ft: 8'

'' [1230mm]

'' [2449mm]

7

13

16

32

[13-20 mm]

[13-20 mm] [13-20 mm]

[13-20 mm]

''

'' ''

''~

~ ~

~
25

25 25

2517

17 17

17
32

32 32

3232

32 32

32

[1000 mm]

''
3

39 8

Any side is okay
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