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SPEC 2020-V1.0
JLS870UL30-24-12-AA-BB-CC

‘ JLS870UL30 ‘—‘ 24 ‘—‘ 12 ‘—‘ 30 ‘—‘ B8 ‘—‘ 80 ‘—‘ ‘
Model Voltage Width CCT P CRI Length
24: 24V 12:12mm 30: 3000K 33:1P33 (Dry) 80: 80+ 60m (MS)
Customized
LISTED
E509236
Project
Qty
DR R, TRT e R0 i TET e ccT Power  Brightness Luminous Efficacy Date
3000K | 0.91 W/ft 90 Im/ft 99 Im/W Client
Standard CCT LED Type SMD2835 white
Input Voltage 24VDC
Beam Angle 120°
CRI 90+
3000K
Power 3W/M (0.9TW/ft)
Current 0.125A/m (0.038A/ft)
Brightness 90Im/ft
Length/ Reel 30m(98.4ft)/ 60m/(196.8ft)
Waterproof Solution Cut Length 100mm/unit (3.94in/unit)
Max. Length (No Voltage drop) | 30m
IP33 IP Grade P33
No waterproof Operating Temperature -20°C~45°C
Dry location LED cCT 3000K
N PWM ( compatible with dimmable power supply / driver in RF, BL,
Dimming Method 0-10V, TRIAC, DALI, DMX, WIFI etc.)
Certification CE, UL, RoHS
DIMENSION
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JOYOUIGHY

LUMINAIRE PHOTOMETRIC TEST REPORT

LUMINOUS INTENSITY DISTRIBUTION

SPEC 2020-V1.0
JLS870UL30-24-12-AA-BB-CC

AVERAGE AND CENTER E Figure

Height E avg. E max. A Diameter
100m 10.16 Ix 40.48 Ix 341.98 cm
/_(';\ ﬂ
E 2 00m 2.539 Ix 10.12 Ix 683.95 cm
%)
E Q
E 3.00m 1.129 Ix 4.497 Ix 1025.93 cm
400m 0.6348 Ix 2.530Ix E 1367.91 cm
UNIT:cd
—— €0/180 119.4° 0.4063 Ix 1.619 Ix 1709.88 cm
— £90/270 119.5° 5.00m
AVERAGE BEAM ANGLE(50%): 119.4 DEG Angle: 119.36 deg
Tested with 1ft 3000K LED strip.
Note: The above graph indicates the illuminated area and the average illumina-
tion when luminaire is at different distance.
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